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Company profile
Johnson Controls has expanded remarkably since 
Professor Warren Johnson founded the company 
to manufacture his invention, the electric room 
thermostat. Since its start in 1885, Johnson Controls has 
grown into a global leader in automotive experience, 
building efficiency and power solutions.
The company provides innovative automotive interiors 
that help make driving more comfortable, safe and 
enjoyable. For buildings, it offers products and services 
that optimize energy use and improve comfort and 
security. Johnson Controls also provides batteries for 
automobiles and hybrid electric vehicles, along with 
systems engineering and service expertise.

Our vision
A more comfortable,
safe and sustainable world.

Our values
Integrity
Honesty, fairness, respect, and safety are of the utmost 
importance.

Customer Satisfaction
Our future depends on us helping to make our 
customers successful. We are proactive and easy to do 
business with. We offer expert knowledge and practical 
solutions, and we deliver on our promises.

Employee Engagement
We foster a culture that promotes excellent 
performance, teamwork, inclusion, leadership and 
growth.

Innovation
We believe there is always a better way. We encourage 
change and seek the opportunity it brings.

Sustainability
Through our products, services, operations and 
community involvement, we promote the efficient use 
of resources to benefit all people and the world.
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rotary actuators

For further information and additional models see Product Installation Guide

M9108-GGx-5 - 1/3 pages

Proportional Ball Valves Actuators AC/DC 24 V 

These electric actuators are designed for 
operating  VG1000 Ball Valves, by the means of 
the M9000-525-5 linkage kit. 

Features
 ■ DC 0(2)...10 V or 0(4)...20 mA control signal 

 ■ Up to 5 actuators in parallel operation possible 

 ■ Plug-in terminal block connection 

 ■ Simple mount on valves with M-9000-525-5  
linkage kit 

 ■ Selectable direction of rotation

 ■ Manual release button 

 ■ 2 adjustable auxiliary switches

 ■ Automatic shut-off at end position (overload switch) 

Type A
DN15 160

DN20 160

DN25 162

DN32 173

DN40 177

DN50 182

for Valves
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For further information and additional models see Product Installation Guide

M9108-GGx-5 - 2/3 pages

Proportional Ball Valves Actuators AC/DC 24 V 

Wiring Diagram

( ) 

( ) 

Auxiliary Switches (S)

Setting the control Signal

Setting Span and OFFSET

Control signal Y1 DC 0...10 V 
Input resistance Ri 250 kΩ 
 
Control signal Y2 0...20 mA 
Input resistance Ri 388 Ω 
 
Position signal U DC 0...10 V 
Load resistance > 50 kΩ 
 
By switching microswitch d to 
ON position, the control signal 
Y1 or Y2 will be adapted to the 
chosen angle of rotation. 
 
By switching microswitch c the 
direction of rotation can be 
changed.

Microswitch d 
Self-adapting

Dectivated

Activated

Microswitch c

M9116

M9124

M9108

The potentiometers O and S help to match control signals Y1 and Y2 
to any make of controller. 
Example 1 Example 2

Control signal Y1 working between DC 2...10 V Control signal Y2 working between 6...18 mA

Setting: Starting point O = 2 Setting: Starting point O = 3

working range S = 8 Working range S = 6

Start point O

Scale O 0 1 2 3 4 5 6 7 8

for Y1 (VDC) 0 1 2 3 4 5 6 7 8

for Y2 (mA) 0 2 4 6 8 10 12 14 16

Working range S

Scale S 2 3 4 5 6 7 8 9 10

for Y1 (VDC) 2 3 4 5 6 7 8 9 10

for Y2 (mA) 4 6 8 10 12 14 16 18 20

Setting the auxiliary switches

Factory setting: 
Switch a at 10°  
Switch b at 80°  

The switching position 
can be manually changed 
to any required position 
by turning the ratchet.

Mounting Instruction onto Ball Valve

Actuator

Valve

M9000-525-5

for Valves
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For further information and additional models see Product Installation Guide

M9108-GGx-5 - 3/3 pages

Proportional Ball Valves Actuators AC/DC 24 V 

Technical Specifications
Actuator M9108-GGx-5
Torque 8 Nm

Running Time OPEN 30 s

Running Time CLOSE 30 s

Supply Voltage AC/DC 24 V 

Frequency 50-60 Hz

Power Consumption

- Running 2.5 W

- At end position 0.3 W

Dimensioning 6.0 VA / 3.6 A @ 2 ms

Working area Y Adjustable

Control Signal Y1 DC 0(2)...10 V

Input resistance Y1 Ri 250 Ω

Control signal Y2 0(4)...20 mA

Input resistance Y2 Ri 388 Ω

Position signal U DC 0...10 V

Load resistance >50 kΩ

Angle of rotation/Working range 90° (93°mech.)

Angle of rotation/Limitation None

Auxiliary Switches 2 x SPDT

- S1 setting range
5°...85° < adjustable

- S2 setting range 

Cable 1.0 m halogen-free

- Motor 5-Wire 1-2-4-5-6

- Switches 5-Wire 21-22-23-24-25

Life time 60.000 rotations

Noise level 45 dB (A)

Protection Class II

Degree of Protection IP 54

Mode of Action Type 1

Ambient conditions 

- Operating temperature –20...+50 °C   

- Storage temperature –30...+60°C   

- Humidity 5...95% r.F. no condensed 

Weight 1.1 Kg

Service Maintenance-free 

Compliance 
89/336 EEC: EN61000-6-2, EN61000-6-3,  

72/73 EEC: EN60730

Ordering Codes
Codes Descriptions

M9108-GGA-5 AC/DC 24 V with cable

M9108-GGC-5 AC/DC 24 V, with 2 auxiliary switches and cable

for Valves
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Johnson Controls has chosen to print this document on paper that complies with sustainable forest management. 

www.johnsoncontrols.com©Johnson Controls, 2009 PUBL-6301


	The Rotary Actuators Catalogue2010
	INDEX                   Rotary Actuators
	Silence and Small
	M910x-AGA-xS / M910x-IGA-xS
	M9104-GGA-xS
	M9304-Axx-1N
	M9304-BDx-1N
	M9304-GGA-1N

	Standard
	M91xx-Axx-1N
	M91xx-GDx-1N
	M91xx-GDx-1N1
	M91xx-GGx-1N
	M9132-Axx-1N
	M9132-GGx-1N

	Spring Return
	M9206-AGx-1S
	M9206-Bxx-1S
	M9206-GGx-1S
	M9208-AGx-1
	M9208-BGx-1 / M9208-BDx-1
	M9208-GGx-1
	M9210-AGx-1 / M9220-AGx-1
	M9210-Bxx-1 / M9220-Bxx-1
	M9210-xGx-1 / M9220-xGx-1
	M9216-AGx-1
	M9216-Bxx-1
	M9216-HGx-1

	Special and Security
	M91xx-Axx-1N4
	M91xx-GGx-1N4
	M91xx-GAx-1
	M9116-AAx-1
	S9208-BGC-33x / S9208-BDC-33x
	S9210-BxC-xxx / S9220-BxC-xxx

	for Valves
	VA9104-AGA-xS / VA9104-IGA-xS
	VA9104-GGA-xS
	M9108-Axx-5
	M9108-GGx-5
	M9206-xxx-5S
	M9116-Axx-1N2
	M9116-GDx-1N2
	M9116-GGx-1N2




